
FSC® Treated Lumber & Plywood 

 

FSC® Hoover® Exterior Fire Rated 

Along with regular FSC® certified interior fire rated 

products, Sterritt Lumber also proudly handles FSC® 

certified exterior fire rated lumber and plywood. Hoover 

Exterior Fire-X is the perfect solution for an application that requires the fire safety attributes of PyroGuard®, 

with the exterior usage attributes of a pressure treated material. 

 

In addition to having a 25 or less flame spread rating when tested in accordance with ASTM E-84, Hoover’s 

Exterior Fire-X also can help reduce the cost of builders risk insurance. For outdoor purposes, it is important to 

note that the treated lumber and plywood can be painted and stained just like untreated wood! 

 

 

FSC® Hoover Pyro-Guard 

Veterans of the commercial and residential building 

industry continue to recognize and request Hoover Fire 

Rated materials, namely Hoover’s Pyro-Guard®. This 

interior-fire rated lumber and plywood greatly reduces fire insurance rates in new buildings, while also 

qualifying a masonry wall building as “noncombustible” for insurance purposes. From sheathing to trusses to 

studs, let Pyro-Guard® assure you of elite fire protection. 

Our state of the art Pyro-Guard® is recommended for enclosed structural applications that include the 

following: roof trusses, interior beams, blocking, subfloors, rafters, stairways, and stages. It has been tested time 

and time again by exposure to moisture and elevated temperatures so that its strength characteristics can be 

affirmed when used in various applications. 

In addition, Pyro-Guard’s® span ratings and design value adjustments are based on strength testing after 

exposure to prolonged high temperatures. This durable, strong, and safe product is also very user-

friendly.  Construction and installation of Pyro-Guard® merely requires standard carpentry tools and common 

skills.  It is accepted by most building codes for store fronts, partition walls, and roof construction in places like 

shopping centers and malls. In presenting Pyro-Guard’s® uses, benefits, and applications, it is important to note 

how much we stand behind this product at Sterritt Lumber. 

Because it is designed for safety and strength, it one of the most comforting products on the market today. 

 

Check out the technical data below!  

 

 



 

FSC® Pressure Treated KDAT Lumber & Plywood 

 
Here at Sterritt Lumber, we pride ourselves on stocking the largest 

inventory of pressure treated FSC® lumber on the east coast. We 

stock all dimensions and lengths of Wolmanized® preservative 

pressure treated lumber and plywood. Our greatest asset is the depth 

of the KDAT (kiln dried after treatment) wood we stock. For any 

commercial building, we strive to meet or exceed your builder’s 

specifications. 

We stock a full line of FSC® certified Southern Yellow Pine and 

Northern Red Pine that is kiln dried after treatment. Why is this 

important? Because the kiln offers an environment where the wood 

is dried evenly, this process helps minimize the natural tendency of freshly treated lumber to shrink, cup and 

warp. With a stiffer and more stable product, you’ll minimize issues after your installation that occur when 

normally treated wood dries naturally. 

Not only are we proud of this stock’s strength, durability, and uniform stiffness, but we are also very excited 

that we can offer this material to you as FSC® certified. Click on the following links to find out all of the 

benefits and applications of this unique material. At Sterritt Lumber, we would be happy to service your many 

pressure treated requirements with this certified KDAT wood! 

To read about the qualities and benefits of using FSC® KDAT material, see below! 

 

 

 



 

 



 



The Qualities of FSC® Pressure Treated KDAT Lumber 

FSC ®Pressure Treated KDAT Lumber possesses a number of characteristics that lend an 

enormous amount of integrity and credibility to your project. Here are just some of the traits of 

FSC® Pressure Treated KDAT stock: 

* This material is strong, stiff, and durable Southern Yellow Pine. 

* As such, it is graded according to the rules of the Southern Yellow Pine Inspection Bureau 

(SPIB). 

* The KDAT process is performed to an average moisture content of 19% or less for better 

structural stability. 

* The pressure treatment is composed of Micronized Copper Azole. MCA treatment enables for 

a better corrosion resistance for fasteners and hardware. 

* This material has been certified as being harvested from well-managed forests according to 

the rigid guidelines of the Forest Stewardship Council®. 

Because of these characteristics and more, we are confident that you will love the durability, 

stiffness, and the predictability of this treated material. In addition, we are very proud that this 

wood has been sensibly harvested from well-managed forests. At Sterritt Lumber, we strive to 

be the national leader in distributing this fine FSC® certified product in all of its many 

dimensions! 

 

The Qualities of FSC® Pressure Treated KDAT Plywood 

FSC® Pressure Treated KDAT Plywood possesses a number of characteristics that lend an 

enormous amount of integrity and credibility to your project. Here are just some of the traits of 

FSC® Pressure Treated KDAT stock: 

* This material is strong, stiff, and durable North American Fir. 

* As such, it is graded according to the rules of the American Panel Association (APA). 

* The KDAT process is performed to an average moisture content of 15% or less for better 

structural stability. 

* The pressure treatment is composed of Micronized Copper Azole. MCA treatment enables for 

a better corrosion resistance for fasteners and hardware. 

* This material has been certified as being harvested from well-managed forests according to 

the rigid guidelines of the Forest Stewardship Council®. 

Because of these characteristics and more, we are confident that you will love the durability, 

stiffness, and the predictability of this treated material. In addition, we are very proud that this 

wood has been sensibly harvested from well-managed forests. At Sterritt Lumber, we strive to 

be the national leader in distributing this fine FSC® certified product in all of its many 

thicknesses! 



The Benefits of Using FSC® Pressure Treated KDAT Material 

When Southern Yellow Pine is pressure-treated, it is completely saturated with water and a 

liquid solution of Copper Azole preservative. As the wood dries out, it shrinks, and this is 

actually a positive development. This is because the best place for this shrinkage to occur is at 

the treating plant under controlled circumstances, and not in a deck or other outdoor structure 

after the material has been installed. 

In the re-drying process (KDAT — Kiln Dried After Treatment), our FSC® treated wood is 

separated by space and exposed to a controlled air flow so the wood dries evenly. 

So what are the benefits of this process? 

* This process drastically reduces cupping, twisting, and warping. 

* The holding power of fasteners increases greatly. 

* There is no waiting to coat this wood. There would be with wet treated wood. 

* FSC® Pressure Treated KDAT materials are lighter because of the treatment, this makes the 

lumber lighter and easier to transport and handle. 

* The drying process produces the benefits of a clean and environmentally sound product. 

With these advantages, what is the point of using anything else? 

 

 

 


